SUSPENDED LUMINAIRE - LED

JUNO

oktalite

www.oktalite.com/juno-p

Type of luminaire
Application areas
Pan/tilt range

Mounting

Ceiling thickness
Lighting technology

LED Luminous Flux Class

Light colour White

Light colour Food*
Cooling
Supply unit

Luminaire colour

Surface
Suspension length
Nominal voltage
Lighting controls
Weight

Components

Test seal

suspended luminaire
Decorative lighting

fixed

3P Power Track, recessed (@ 130mm), Surface mounted

1-25mm

LED

2000 Im - 4000 Im

2150

2700 K, 3000 K, 3000 K - Efficient White, 3000 K - Brilliant Colour,
3500 K, 4000 K

« 44

BF (S
passive
Driver separate / integrated

RAL 9005 jet black

100 - 1500/ 1500 - 3000 mm

RAL 9006 white aluminium

74

RAL 9016 traffic white

. 115
Special colours on request « > « >

structure powder-coated

1500mm, 3000mm

220- 240V, 50/60Hz
on request

Approx. 2.2 kg

A

= 7]

Luminaire housing

Supply unit

C€ D

* BF = Brilliant Food

1P20

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and

may differ from the original

- We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation

(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03




-\ | Luminaire housing - LED

JUNO oktalite

Mounting 3P Power Track H11 o
Supply unit integrated el
LED Light CRI  system System Suspension Order number
Luminous colour R, luminous performance length . i
Flux Class flux* white silver black
2000 Im 2700 K >80  1855Im 14 W 1500mm 10231885 10231886 10231887
2000 Im 2700 K > 80 1855 Im 14 W 3000mm 10231888 10231889 10231890
2000 Im 3000 K > 80 1905 Im 14 W 1500mm 10231891 10231892 10231893
2000 Im 3000 K > 80 1905 Im 14 W 3000mm 10231894 10231895 10231896
2000 Im 3000 K - > 90 2085 Im 18W 1500mm 10231897 10231898 10231899
Efficient
White
2000 Im 3000 K - > 90 2085 Im 18w 3000mm 10231900 10231901 10231902
Efficient
White
2000 Im 3000 K - > 95 1935 Im 22W 1500mm 10231903 10231904 10231905
Brilliant
Colour
2000 Im 3000 K - > 95 19351Im 22W 3000mm 10231906 10231907 10231908
Brilliant
Colour
2000 Im 3500 K > 80 1945 Im 14 W 1500mm 10231909 10231910 10231911
2000 Im 3500 K > 80 1945 Im 14 W 3000mm 10231912 10231913 10231914
2000 Im 4000 K > 80 2010 Im 14 W 1500mm 10231915 10231916 10231917
2000 Im 4000 K > 80 2010 Im 14 W 3000mm 10231918 10231919 10231920
3000 Im 2700 K > 80 2770 Im 22W 1500mm 10231929 10231931 10231933
3000 Im 2700 K > 80 2770 Im 22W 3000mm 10231935 10231936 10231937
3000 Im 3000 K >80  2845Im 22W 1500mm 10231938 10231939 10231940
3000 Im 3000 K > 80 2845 Im 22W 3000mm 10231941 10231942 10231943
3000 Im 3000 K - > 90 2875 Im 26 W 1500mm 10231944 10231945 10231946
Efficient
White
3000 Im 3000 K - > 90 2875 Im 27 W 3000mm 10231947 10231948 10231949
Efficient
White
3000 Im 3000 K - > 95 2810 Im 34 W 1500mm 10231950 10231951 10231952
Brilliant
Colour
3000 Im 3000 K - > 95 2810 Im 35W 3000mm 10231953 10231954 10231955
Brilliant
Colour
3000 Im 3500 K > 80 2900 Im 22W 1500mm 10231956 10231957 10231958
3000 Im 3500 K > 80 2900 Im 22W 3000mm 10231959 10231960 10231961
3000 Im 4000 K > 80 3000 Im 22W 1500mm 10231962 10231963 10231964

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and
may differ from the original - We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation
(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03
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3000 Im 4000 K >80  3000Im 22W 3000mm 10231965 10231966 10231967

4000 Im 2700 K >80 3620Im 30W 1500mm 10231974 10231975 10231976
4000 Im 2700 K >80 3620Im 31W 3000mm 10231977 10231978 10231979
4000 Im 3000 K >80 37201Im 30 W 1500mm 10231980 10231981 10231982
4000 Im 3000 K >80 3720Im 31W 3000mm 10231983 10231984 10231985
4000 Im 3000K - >90 3785Im 36 W 1500mm 10231986 10231987 10231988

Efficient

White
4000 Im 3000K - >90  3785Im 38W 3000mm 10231989 10231990 10231991

Efficient

White
4000 Im 3500 K >80 3795Im 30W 1500mm 10231992 10231993 10231994
4000 Im 3500 K >80 3795Im 31w 3000mm 10231995 10231996 10231997
4000 Im 4000 K >80 3920Im 30W 1500mm 10231998 10231999 10232000
4000 Im 4000 K >80 3920Im 31w 3000mm 10232001 10232002 10232003
2000 Im BF > 95 1860 Im 20w 1500mm 10231921 10231922 10231923
2000 Im BF > 95 1860 Im 20W 3000mm 10231924 10231925 10231927
3000 Im BF > 95 2790 Im 32w 1500mm 10231968 10231969 10231970
3000 Im BF > 95 2790 Im 33W 3000mm 10231971 10231972 10231973
4000 Im BF > 95 3480 Im 43 W 1500mm 10232004 10232005 10232006
4000 Im BF > 95 3480 Im 45 W 3000mm 10232007 10232008 10232009

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and
may differ from the original - We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation
(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03
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-\ | Luminaire housing - LED

JUNO oktalite

Mounting recessed H14 (@ 130mm) N
Supply unit separate C . ' 2“7' g
LED Light CRI  system System Suspension Order number
Luminous colour R, luminous performance length . i
Flux Class flux* white silver black
2000 Im 2700 K > 80 1855 Im 14 W 1500mm 10232130 10232131 10232132
2000 Im 3000 K > 80 1905 Im 14 W 1500mm 10232136 10232137 10232138
2000 Im 3000 K - > 90 2085 Im 18W 1500mm 10232142 10232143 10232144
Efficient
White
2000 Im 3000 K - > 95 1935 Im 22 W 1500mm 10235208 10235209 10235210
Brilliant
Colour
2000 Im 3500 K > 80 1945 Im 14 W 1500mm 10232148 10232149 10232150
2000 Im 4000 K > 80 2010 Im 14 W 1500mm 10232154 10232155 10232156
3000 Im 2700 K > 80 2770 Im 22 W 1500mm 10232130 10232131 10232132
3000 Im 3000 K > 80 2845 Im 22 W 1500mm 10232136 10232137 10232138
3000 Im 3000 K - > 90 2875 Im 26 W 1500mm 10232142 10232143 10232144
Efficient
White
3000 Im 3000 K - > 95 2810 Im 34 W 1500mm 10235208 10235209 10235210
Brilliant
Colour
3000 Im 3500 K > 80 2900 Im 22 W 1500mm 10232148 10232149 10232150
3000 Im 4000 K > 80 3000 Im 22W 1500mm 10232154 10232155 10232156
4000 Im 2700 K > 80 3620 Im 30 W 1500mm 10232130 10232131 10232132
4000 Im 3000 K > 80 3720 Im 30 W 1500mm 10232136 10232137 10232138
4000 Im 3000K - > 90 3785 Im 36 W 1500mm 10232142 10232143 10232144
Efficient
White
4000 Im 3500 K > 80 3795 Im 30 W 1500mm 10232148 10232149 10232150
4000 Im 4000 K > 80 3920 Im 30 W 1500mm 10232154 10232155 10232156
2000 Im BF > 95 1860 Im 20W 1500mm 10232160 10232161 10232162
3000 Im BF > 95 2790 Im 32W 1500mm 10232160 10232161 10232162
4000 Im BF > 95 3480 Im 43 W 1500mm 10232160 10232161 10232162

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and
may differ from the original - We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation
(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03

x

IEY YOUR LIGHT.




-\ | Luminaire housing - LED

JUNO oktalite

Mounting Surface mounted H20 o0
Supply unit integrated PR
LED Light CRI  system System Suspension Order number
Luminous colour R, luminous performance length . i
Flux Class flux* white silver black
2000 Im 2700 K > 80 1855 Im 14 W 1500mm 10232010 10232011 10232012
2000 Im 2700 K > 80 1855 Im 14 W 3000mm 10232013 10232014 10232015
2000 Im 3000 K > 80 1905 Im 14 W 1500mm 10232016 10232017 10232018
2000 Im 3000 K > 80 1905 Im 14 W 3000mm 10232019 10232020 10232021
2000 Im 3000K - > 90 2085 Im 18w 1500mm 10232022 10232023 10232024
Efficient
White
2000 Im 3000 K - > 90 2085 Im 18W 3000mm 10232025 10232026 10232027
Efficient
White
2000 Im 3000 K - > 95 19351Im 22 W 1500mm 10232028 10232029 10232030
Brilliant
Colour
2000 Im 3000K - > 95 19351Im 22W 3000mm 10232031 10232032 10232033
Brilliant
Colour
2000 Im 3500 K > 80 1945 Im 14 W 1500mm 10232034 10232035 10232036
2000 Im 3500 K > 80 1945 Im 14 W 3000mm 10232037 10232038 10232039
2000 Im 4000 K > 80 2010 Im 14 W 1500mm 10232040 10232041 10232042
2000 Im 4000 K > 80 2010 Im 14 W 3000mm 10232043 10232044 10232045
3000 Im 2700 K > 80 2770 Im 22 W 1500mm 10232052 10232053 10232054
3000 Im 2700 K > 80 2770 1m 22 W 3000mm 10232055 10232056 10232057
3000 Im 3000 K > 80 2845 Im 22W 1500mm 10232058 10232059 10232060
3000 Im 3000 K > 80 2845 Im 22 W 3000mm 10232061 10232062 10232063
3000 Im 3000 K - > 90 2875 Im 26 W 1500mm 10232064 10232065 10232066
Efficient
White
3000 Im 3000 K - > 90 28751Im 27 W 3000mm 10232067 10232068 10232069
Efficient
White
3000 Im 3000 K - > 95 2810 Im 34 W 1500mm 10232070 10232071 10232072
Brilliant
Colour
3000 Im 3000 K - > 95 2810 Im 35W 3000mm 10232073 10232074 10232075
Brilliant
Colour
3000 Im 3500 K > 80 2900 Im 22W 1500mm 10232076 10232077 10232078
3000 Im 3500 K >80  2900Im 22W 3000mm 10232079 10232080 10232081
3000 Im 4000 K > 80 3000 Im 22 W 1500mm 10232082 10232083 10232084

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and
may differ from the original - We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation
(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03
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3000 Im 4000 K >80  3000Im 22W 3000mm 10232085 10232086 10232087

4000 Im 2700 K >80 3620Im 30 W 1500mm 10232094 10232095 10232096
4000 Im 2700 K >80 3620Im 31W 3000mm 10232097 10232098 10232099
4000 Im 3000 K >80 37201Im 30 W 1500mm 10232100 10232101 10232102
4000 Im 3000 K >80 37201Im 31W 3000mm 10232103 10232104 10232105
4000 Im 3000K - >90 3785Im 36 W 1500mm 10232106 10232107 10232108

Efficient

White
4000 Im 3000K - >90  3785Im 38W 3000mm 10232109 10232110 10232111

Efficient

White
4000 Im 3500 K >80 3795Im 30 W 1500mm 10232112 10232113 10232114
4000 Im 3500 K >80 3795Im 31w 3000mm 10232115 10232116 10232117
4000 Im 4000 K >80 3920Im 30W 1500mm 10232118 10232119 10232120
4000 Im 4000 K >80 3920Im 31W 3000mm 10232121 10232122 10232123
2000 Im BF > 95 1860 Im 20w 1500mm 10232046 10232047 10232048
2000 Im BF > 95 1860 Im 20W 3000mm 10232049 10232050 10232051
3000 Im BF > 95 2790 Im 32W 1500mm 10232088 10232089 10232090
3000 Im BF > 95 2790 Im 33W 3000mm 10232091 10232092 10232093
4000 Im BF > 95 3480 Im 43 W 1500mm 10232124 10232125 10232126
4000 Im BF > 95 3480 Im 45 W 3000mm 10232127 10232128 10232129

Efficient White: Ry = 75, R, = 91, R, = 102 Brilliant Colour: Ry = 94, R; = 95, R, = 104

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and
may differ from the original - We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation
(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03




A3 | Optic- LED

Optic Juno - LED Oktalite

Optic Freeform lens
Type Optic integrated
Beam angle
Oval light distribution Cover LOR
Juno Imax 1178 cd/kim LOR 78% without 87 %
E(CO) L Sl
Hohe Kegeld E(0°) E(C90) Selo A :C90,-.G270:
[m] [em] [Ix/kim] [Ix/kIm]
49 544
1 157 1178 287
98 136
2 315 204 72
146 60
3 472 131 32

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and
may differ from the original - We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation
(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03




=z1| Supply unit - LED

Driver Okta I i te

Version Independent control gear

Connection type Pre-wired plug-in connectivity

Mains connection GST 18i3

Cable length secondary 400 mm

Nominal voltage 220-240V, 50/60Hz

protection P20

protection class 1,1

Lighting controls on request

Lighting technology LED
Lighting Luminaire Output System max. Order number
technology connection performance luminaires B16
LED RNV 350mA 14 W 49 10211946
LED RNV 450 mA 18 W 49 10211947
LED RNV 500mA 20W 49 10211948
LED RNV 550mA 22W 27 10264893
LED RNV 650mA 26 W 25 10211951
LED RNV 750mA  30W 28 10264896
LED RNV 800mA 32W 28 10259144
LED RNV 850mA 34 W 28 10264897
LED RNV 900 mA 36 W 28 10259145
LED RNV 1050 mA 43 W 25 10211958

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and
efficiency specifications are subject to a tolerance of /- 10%. Min CRI Ra: >80 / >90- Product images are used as an example and
may differ from the original - We reserve the right to make changes, insofar as they serve progress. The Single Lighting Regulation
(SLR) documentation can be found in our download area. Oktalite Lichttechnik GmbH - Mathias-Briiggen-Str. 73 - 50829 Cologne -
T4922159767-0-F 49 221 59767-40 - mail@oktalite.com - www.oktalite.com - 2023-04-03
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