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4 in1recessed sensor

passive infrared sensor (PIR)

for ceiling installation

suitable for the detection of movements

for presence detection

for measuring the brightness (
counts the switching actions (Heatmap) (f _
requires a ceiling cut-out of @7.2 cm -
Order number: 10239996 (01 white)

2 in1recessed sensor

passive infrared sensor (PIR)

for ceiling installation

suitable for the detection of movements

for measuring the brightness !
requires a ceiling cut-out of @ 2,6 cm

Order number: 10195266 (01 white) o@®

2 in 1sensor 3Ph track

passive infrared sensor (PIR)
for use on 3-phase tracks

w

suitable for the detection of movements A

for measuring the brightness
Order number: 10239997 (01 white)
Order number: 10239998 (05 black)

2 in1smart plug sensor

passive infrared sensor (PIR)
suitable for the detection of movements -~

P
L]

for measuring the brightness
Order number: 10195265 (01 white)

BLE gateway

remote control

maintenance worldwide, without personal contact on site
for 2 Casambi networks (up to 250 participants each)
Order number: 10240003

Mesh repeater

for installation in a false ceiling

to easily increase the BLE range

to bypass interfering factors, e.g. angled corners
Order number: 10240001

Technical details as well as weight specifications and measurements have been prepared with care. Errors excepted. All dimensions
in mm - LED service life data: L80/B10 at ambient temperature (ta) 25°C. Rated lamp service life 50,000h. Luminous flux and efficien-
cy specifications are subject to a tolerance of +/- 10%. Min CRI Ra: >80 / >90 - Product images are used as an example and may differ
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Mesh repeater for use on 3-phase tracks <3

to easily increase the BLE range

to bypass interfering factors, e.g. angled corners
Order number: 10239999 (01 white)

Order number: 10240000 (05 black) -

4 fold switch Energy self-sufficient, works without batteries or similar
stores up to 4 scenes, groups, lights, functions
Order number: 10195262 (01 white)

4 fold switch for wall boxes
stores up to 4 scenes, groups, lights, functions
Order number: 10195263 (01 white)

Time backup Stores time of scenes, animations, dates, days, sunrise, sunset
for 19 hours in the event of a power failure
Order number: 10240002 p0020

Time: Backug.
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